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  Option 
Sloping rooftop.

   Option
Locker door  
customisation  
using a high tech 
printing process.
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10 MM SOLID GRADE LAMINATE

/ LOCKERS /

GRANIT

robust

l  5

Very robust

EN438 compliant

Custom made/adaptable

Easy maintenance

 Can be installed on feet or socle dont know 
what this means. it is not an English word

Lockers are delivered ready 
to be mounted. As an option, 
can be factory assembled
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10 MM SOLID GRADE LAMINATE

/ LOCKERS /

GRANIT

l  6

 TECHNICAL DATA

> Frame and doors made of 10mm solid grade laminate. 
> Back made of 4 mm solid grade laminate with vent holes.
> Panels are suitable for wet environments.
> Fire classification compliance.

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

> Easy and quick to install.
> Insertion i dont understand this, sorry and screwing of solid 
 grade laminate panels (plates, shelves and upper parts).
> As an option, can be factory assembled.

 10 ou 13 mm

norme
EN438

acier 8/10e

180°

acier 10/10e

béton

 10
 cm

> Stainless steel screws, concealed from the front.

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

> Lockers installed on aluminum rails,  
 rectangular 50 x 30 mm. 
> Adjustable feet made of reinforced   
 glass fibre Nylon Alternatively a concrete plinth  
 can be provided by the builder.

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

> Option : numbering on each doors.

 10 ou 13 mm

norme
EN438

acier 8/10e

180°

acier 10/10e

béton

 10
 cm

> Shelve, once installed, have a 2 % slope  
 for water drainage.

> Units can be assembled from 1 to 4 columns. 

> Stainless steel hinges, fixed on the right side 
 of the doors (standard). 
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custom made 
possible

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

Ref. : 113.X0

18
3,

5 
cm

30 cm fe
et

 ±
 15

 c
m

tablette

depth 50 cm

Interior view

35
 c

m
14

5 
cm

shelf

hanger
bar

> From 1 to  
 4 columns  
 per unit

 INDUSTRIAL LOCKERS

/ L
O

C
K

E
R

S
 /

COLOUR CHART / P42



18
3,

5 
cm

35 or 40 cm  
(between centres)

fe
et

 ±
 15

 c
m

shelves

hanger
bar

depth 50 cm

Interior View

shelves

hanger
bar

45
 c

m
13

5 
cm

Ref. : 113.X7

custom made 
possible

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

> From 1 to  
 4 columns  
 per unit

 Z LOCKERS

Ref. : 113.X2

2 LOCKERS PER COLUMN

Ref. : 113.X3

3 LOCKERS PER COLUMN

90
 c

m

pi
ed

s 
±

 1 5
 c

m

30 or 40 cm  
(between centres)

depth 50 cm

18
3,

5 
cm

30 or 40 cm  
(between centres)

depth 50 cm

60
 c

m

18
3,

5 
cm

fe
et

 ±
 15

 c
m

> From 1 to  
 4 columns  
 per unit

> From 1 to  
 4 columns  
 per unit

 MULTIPLE-LOCKERS

/ LOCKERS /
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custom made 
possible

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

Ref. : 113.X4

4 LOCKERS PER COLUMN

30 or 40 cm  
(between centres)

depth 50 cm

45
 c

m

18
3,

5 
cm

fe
et

 ±
 15

 c
m

> From 1 to  
 4 columns  
 per unit

 LOCKER BENCH HOLDER

> Steel frame 100% oven-baked polyester resin.
> 50 x 30 mm aluminum rail.
> Seats made of PVC, exotic wood, glulam or   
 glulam plate. Factory-assembled on plate,   
 ready to be fixed.
> Has to be fixed on floor mounted. 
> Screws and wall plugs what does this refer to.

Single sided - Ref. : 227.11

D ble sided - Ref. : 227.12

he
ig

ht
 3

5 
cm

length from 60 cm to 3 m

in steps of 30 to 40 cm.

depth (from the 

front of locker)
35 cm

 LOCKS FOR SINGLE USER

 LOCKS FOR MULTIPLE USERS

> 2 keys per lock with general  
 passkey.

KEY LOCK PADLOCK

COIN LOCK

Other locks available, please ask us.

COIN LOCK 
BRACELET

CODE LOCK

ACCESSORIES

l  9
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 THE REFERENCE

GS HOOKRAILS

Very robust

Attractive design

 / BENCHES / HOOKRAILS /



> 1 mm thick crystal PVC.
> Picture size : 28 x 28 mm.
> Fixed using double sided polymerizing tape (provided). 

Ref. : 298.07

length from 600 to 3000 mm

length between centres 150 mm

> S wall mounting brackets. 
> Invisible screws. 
> Screws and wall plugs provided. 

35
 m

m

thickness 2,5 mm

15 mm

> High rigidity steel rail coated  
 in 100% oven-baked   
 polyester resin. depth 45 mm

width 30 mm

 h
ei

gh
t 9

5 
m

m

> Dual coat hook made  
  of drawn steel ø 6 mm,  
  cold forged.

Ref. : 211.01.000 

> Fixed on a vertical rail.
> Lacquerd rail : grey RAL 7040.

GALVANIZED GS
Ref. : 211.01 

> Dual hook galvanized.
> Lacquerd rail : grey RAL 7040.
> Option, fixed on 10 mm solid  
 grade laminate panel.

GALVANIZED GS

Ref. : 211.02.000

> Fixed on a vertical rail .
> Lacquered rail : ivory RAL 9001.

COULOURED GS

Ref. : 211.02 

> Dual coloured coat hook.
> Lacquered rail : ivory RAL 9001.
> Option, fixed on 10 mm solid grade   
 laminate panel. 

COULOURED GS

 INDIVIDUAL HOOK  HOOKRAILS

 OPTION : PICTURE-HOLDER

l  11
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BEST VALUE FOR MONEY

TRAPEZE 
HOOKRAILS

 / BENCHES / HOOKRAILS /

between centres 200 mm

length from 600 to 3000 mm

45 mm

60
 m

m

90
 m

m

> Aluminum hooks 100% oven-baked polyester resin fixed  
 from rear side on a glulam rail.
> Fixing by locking on aluminum support. 
> Support, screws and wall plugs provided. 
Ref. : 211.06

 HOOKRAILS

FINISH

HOOKRAIL  
ALU DESIGN

> Anodised dual coat hook,
 fixed on anodised aluminum rail.
> Silver grey. 
> Invisible fixing.

Ref. : 211.09

 HOOKRAILS

70 mm (1 dual hook), 320 mm (2 dual hook), 470 mm (3 dual 
hook), 620 mm (4 dual hook) or 1520 mm (10 dual hook). 

*

length from 70 to 1520 mm*

67
 m

m

11
0 

m
m

between centres  150 mm
30 mm
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EASY STORAGE

SHELVED 
HOOKRAILS

Specially designed 
for concrete walls

l  13

steel frame 
section 35 x 20 mm

he
ig

ht
 3

60
 m

m

length from 1200 to 3000 mm in steps of 150 mm

overall depth
390 mm

> Steel frame 100 % oven-baked polyester resin.
> Fixed on wall. Screws and wall plugs provided.
> With coloured or Galvanised GS hookrail (see technical data p. 183).

Coloured GS > Ref. : 232.12

Galvanised GS > Ref. : 232.11

robust
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THE REFERENCEEASY CLEANING

WALL / 
FLOOR BENCHWALL BENCH

 / BENCHES / HOOKRAILS /

Specially designed 
for concrete walls

COLOUR CHART / P19

14  l

 

overall depth 
360 mm

steel frame 30 x 30 mm
and 35 x 15 mm

length from 1200 to 3000 mm in steps of 150 mm

he
ig

ht
 

32
0 

m
m

> Steel frame 100 % oven-baked polyester resin. 
> Seat factory-assembled on plates, ready  
 to be fixed. Screws and wall plugs provided.

Ref. : 221.1

For all types of walls

WALL BENCH



ALL PURPOSE

FLOOR BENCH

l  15

COLOUR CHART / P19

> Steel frame 100 %  oven-baked polyester resin. 
> Seat factory-assembled on plates. Screws and  
 wall plugs provided.

Ref. : 222.1

overall depth360 mm

steel frame 
30 x 30 mm / 35 x 15 mm

he
ig

ht
 4

30
 m

m

length from 1200 to 3000 mm in steps of 150 mm

> Seat with 3 slates, factory-assembled on  
  plates, ready to be fixed.
> Steel frame 100 % oven baked polyester resin.
> Screws and wall plugs provided.

Ref. : 223.10

length from 1200 to 3000 mm  

in steps of 150 mm

he
ig

ht
 4

30
 m

m

overall depth
420 mm

steel frame
30 x 30 mm and 35 x 15 mm
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AESTHETIC

WALL BENCH 
WITH HOOKRAIL

 / BENCHES / HOOKRAILS /

Easy cleaning

16  l

 

ov
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m
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or
 to

 s
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ei

gh
t  

44
5 

m
m

length from 1200 to 3000 mm in steps of 150 mm

steel frame 30 x 30 mm,
35x15 mm and 35 x20 mm

overall depth
380 mm

ov
er

al
l h

ei
gh

t  
17

50
 m

m

 WITH SHELVED-HOOKRAIL

 WITHOUT SHELVED HOOKRAIL

> With GS hookrail

Coloured GS > Ref. : 242.312
Galvanised GS > Ref. : 242.311

> With GS hookrail

Coloured GS > Ref. : 241.312
Galvanised GS > Ref. : 241.311

> Seat with 2 slats, factory-assembled  
 on plates, rady to be fixed.

> Steel frame 100 % oven-baked   
  polyester resin.

> Screws and wall plugs provided.

COLOUR CHART / P19

COLOUR CHART / P19COLOUR CHART / P19



BUDGET

WALL / FLOOR 
BENCH WITH 
HOOKRAIL

l  17

 

 WITH SHELVED HOOKRAIL

 WITHOUT SHELVED HOOKRAIL

> Wight GS hookrail 

Coloured GS > Ref. : 242.012
Galvanised GS > Ref. : 242.011

> With GS hookrail

Coloured GS > Ref. : 241.012
Galvanised GS > Ref. : 241.011

> Seat with 2 slats, factory-assembled  
 on plates, ready to be fixed.

> Steel frame 100% oven-baked   
  polyester resin.

> Screws and wall plugs provided.

For all types of walls

ov
er

al
l h

ei
gh

t
17

50
 m

m

ov
er

al
l h

ei
gh

t
17

50
 m

m
flo

or
 to

 s
ea

t h
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gh
t 4

45
 m

m

length from 1200 to 3000 mm in steps of 150 mm

overall depth
380 mm

steel frame
30 x 30 mm, 35 x 15 mm  

et 35 x 20 mm
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ALL PURPOSE

BENCH WITH 
HOOKRAIL ON LEGS

 / BENCHES / HOOKRAILS /

18  l

 

 WITH SHELVED-HOOKRAILS

 WITHOUT SHELVED-HOOKRAILS

> With GS hookrail.

Coloured GS > Ref. : 242.112
Galvanised GS > Ref. : 242.111

> With GS hookrail.

Coloured GS > Ref. : 241.112
Galvanised GS > Ref. : 241.111

> Double sided bench 
available

> Seat with 2 slats, factory-assembled  
 on plates, ready to be fixed.

> Steel frame 100% oven-baked   
  polyester resin.

> Screws and wall plugs provided.

ov
er

al
l h

ei
gh

t 1
75

0 
m

m
flo

or
 to

 s
ea

t h
ei

gh
t  

43
0 

m
m

length from 1200 to 3000 mm in steps od 150 mm

overall depth
400 mm

steel frame
30 x 30 mm, 35 x 15 mm 

et 35 x 20 mm

ov
er

va
ll 

he
ig

ht
 1

71
0 

m
m

COLOUR CHART / P19
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2 PVC SLATS  ///  127 x 32 mm, thickness 3 mm. Steel Omega reinforcement inside slats. With ABS en piece.

2 GULAM SLATS
120 x 32 mm - Quality Landes pine.
With 2 layers of polyurethane lacquer.

GLULAM PLATE
260 x 32 mm - Quality Landes pine.
With 2 layers of polyurethane lacquer.

Option : protection of frames by a sanding and metallization with zinc process before painting.

RAL 5010RAL 6029RAL 1021RAL 3002 RAL 1017 RAL 5023RAL 6000 RAL 9001 RAL 7040 RAL 7012 RAL 9005

RAL 9001 : common colour 
for coloured GS railRAL 5010RAL 6029RAL 1021RAL 3002 RAL 1017 RAL 5023RAL 6000 RAL 9001

HOOKRAILS COLOURED GS / TRAPEZE / ALUMINUM

FRAME BENCHES

SEATS

l  19

 / 
C

O
LO

U
R

 C
H

A
R

T 
/



  Option

Upper panel to 
improve privacy.

   Option
Duct paneling.  
Can be removed 
to access pipes and 
flush systems / p.37

20  l



Very robust

Easy maintenance

Suitable for
wet environments

Good value for money

10 MM SOLID GRADE LAMINATE

/ CUBICLES /

GRANIT

budget

l  21
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10 MM SOLID GRADE LAMINATE

/ CUBICLES /

GRANIT

Options :
With stainless steel mounting 
brackets : floor clearance from 
5 to 100 mm.

> Interior view
 headrail and bracket

> Headrail

> Adjustable
 foot

22  l

STANDARD COLOUR CHART

DETAILED COLOUR CHART  / P42

0067 
Red

0680 
Wine red

2274 
Violetta

0052 
Tender violet

0753
Grey

0624 
Light beige

0085
White

0319
Cappuccino

0558 
White 

speckle

0212
Sun yellow

0095
Orange

0027 
Anthracite

(polished  
concrete effect)

0237 
Gentian blue

0718 
Artic

0596 
Caribbean

0717 
Atlantic blue

0725 
Anise green

0050 
Spring

0594 
Lagoon

0736 
Saffron yellow



maximum size for side partitions

using one panel : 2048 mm

width between pilasters
about 1000 mm or custom made

door width
850 mm or custom made

do
or

 h
ei

gh
t

17
80

 m
m

he
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ra
il

he
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ht
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0 
m
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m
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m

Custom made
cubicles

DIMENSIONS 
CONFORT

DIMENSIONS 
STANDARD

l  23
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maximum size for side partitions 

using one panel : 1850 mm.
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OVERALL HEIGHT 
UNDER HEADRAIL 
ABOUT 1.95 M

OVERALL HEIGHT 
UNDER HEADRAIL  
ABOUT 2.15 M



  Option

Duct paneling.
Can be removed.
/ p.37

  Option
Cubicle doors can be 
customised using a 
very high tech printing 
process.
/ p.39

  Option
20 standard 
colours + 100 
more colours.
/ p.42

   Option
For a stylish design, 
rectangular headrail.
/ p.38

24  l



13 MM SOLID GRADE LAMINATE

/ CUBICLES /

CORAIL
BEST FINISHES

Concealed  
Fixings on front

l  25

Concealed Fixings  
on front

Extremly
robust

Option : overlapping doors

Suitable for wet 
environments

Easy maintenance

/ C
U
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> Headrail

> Adjustable   
 foot

26  l

13 MM SOLID GRADE LAMINATE

/ CUBICLES /

CORAIL
BEST FINISHES

> Interior view  
headrail and bracket

STANDARD COLOUR CHART

DETAILED COLOUR CHART  / P42

0067 
Red

0680 
Wine red

2274 
Violetta

0052 
Tender violet

0753
Grey

0624 
Light beige

0085
White

0319
Cappuccino

0558 
White 

speckle

0212
Sun yellow

0095
Orange

0027 
Anthracite

(polished  
concrete effect)

0237 
Gentian blue

0718 
Artic

0596 
Caribbean

0717 
Atlantic blue

0725 
Anise green

0050 
Spring

0594 
Lagoon

0736 
Saffron yellow



maximum size for side partitions

using one panel : 2048 mm

do
or
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Custom 
made cubicles

DIMENSIONS 
CONFORT

DIMENSIONS 
STANDARD
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maximum size for side partitions

using one panel : 1850 mm.

/ C
U
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OVERALL HEIGHT 
UNDER HEADRAIL
ABOUT 1.95 M

OVERALL HEIGHT 
UNDER HEADRAIL 
ABOUT 2.15 M

width between pilasters
about 1000 mm or custom made

door width
850 mm or custom made



REGULAR 
LAYOUTS

28  l

/ CUBICLES /

SHOWER CUBICLES

1. Cubicle with shower screen 
   and quadrant bench 
2. Cubicle with shower screen 
   and rectangular bench

TOILET, SHOWER  
& CHANGING CUBICLES,
UNDRESSING CUBICLES

1. Cubicle door open inward
2. Cubicle door open outward
3. Changing cubicle cubicle with
   rectangular bench as back
   cubicle

LATERAL CUBICLE

From largest cubicle side
opening door.

GRANIT
AND CORAIL

CUBICLES

*for overlapping doors

floor to  
ceiling pole

stiffener
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> Doors are covering pilasters
  once installed. Rounded   
  edges. Option : overlapping  
  doors,no additional costs  
  (Corail cubicles only).

> Stainless steel screws   
  (antitamper head) Invisible  
  on front of Corail cubicles  
  (option for Granit cubicles).

2,05 m > Freestanding side partitions
  using one panel. Maximum  
  depth : 2,05 m for standard  
  cubicles and 1.85 m for   
  confort cubicles. Chamfered  
  edges.

intérieur

extérieur

> Pivot indicator bolt.
 Emergency release.
 Other locks available as an  
 option, see P.36.

> Rounded pilasters :   
  safe edges.

> 2 door knobs, fixed back
  to back on each door.
  Screwed internaly : invisible
  stainless steel screw.
  Clipped screw cover.

> Hardware fittings
  (3 U brackets and 4 angled
  brackets) grey lacquered
   stainless steel. > 3 Hinges per door on

  Corail cubicles (2 on Granit
  cubicles). With or without
  spring back system.

> Grey headrail, 50 mm x  
  30 mm, placed along   
  pilasters and side partitions.

  13 mm

> Doors, side partitions and
  pilasters : 13 mm solid
  grade laminate panels for
  Corail cubicles and 10 mm
  solid grade laminate panels
  for Granit cubicles.

> Adjustable foot  
  from 100 to 140 mm.

 TECHNICAL DATA / C
U

B
IC

LE
S

 /



side partition door

pi
la

st
er

LOCK
> Nylon, grey.
> Emergency release 
 from outside, indicator bolt.
> Lock located on pilaster when
 doors open inward, on door  
 when doors open outward.
> Option : other locks, see p.36.

30  l

COMPOSITION 
STANDARD
CUBICLES

HINGE
> Reinforced glass fiber   
  Nylon, grey and brass.
> Multifunctional, come with
  spring back system if   
  required, can be used for  
  both, left and right opening
  doors, fixed pin hinge.

ADJUSTABLE FOOT
> Reinforced glass fiber 

Nylon, grey.
> Floor clearance from  

100 to 140 mm.

ANGLED BRACKET
> Grey stainless steel.

> Ensure the link between 
the side partition
and the pilaster.

TECHNICAL APPENDIX / CUBICLES /



DOOR KNOB
> Nylon, grey.

l  31

U BRACKET
> Grey lacquered stainless steel.
> To fix cubicles on the back wall.

HEADRAIL
> Grey lacquered aluminum.
> To brace cubicles and   
  make link between 
  pilasters.

l  31

HEADRAIL END CAP
> Nylon, grey.
> For the best finish.
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side partition
between 1600 
and 2048 mm

Cubicles between 3 walls

Opening door from inside

Opening door from outside

Corner cubicles

Cubicles against a wall Island type cubicles

opening door 
from outside

opening door 
from inside

lock located
on door

lock located
on pilaster

Applicable for standard lock

50
 m

m

30 mm

aluminum grey RAL 7040

Layouts that require additional foot

Floor to ceiling pole

TECHNICAL APPENDIX / CUBICLES /

BUILDING METHODS 
STANDARD CUBICLES

 REGULAR LAYOUTS

 OPENING DOOR OPERATION

 SIDE PARTITION  
    REINFORCEMENT

32  l



> Ensure the cubicle stability in the layouts below
> Installed on adjustable foot, Nylon reinforced glass fibre.

> Ensure pilaster rigidity if width   
  is larger than 370 mm 

façade supérieure à 2000 mm

side partition
greater than
2048 mm

island type cubiclescubicles against a wall

façade supérieure à 2000 mm

side partition
greater than
2048 mm

island type cubiclescubicles against a wall

façade supérieure à 2000 mm

side partition
greater than
2048 mm

island type cubiclescubicles against a wall

Layouts that require a floor to ceiling pole : 

H link required
(aluminum RAL 7040) : 

if length is higher than 370 mm
(between 260 and 369 m, a foot is provided) 

50 mm

aluminum
grey RAL 7040

50
 m

m

50 mm

aluminum
grey RAL 7040

30
 m

m

Layouts that require

if length is higher than 1200 mm

 FLOOR TO CEILING POLE

 VERTICAL STIFFENER

l  33
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> Gap between pilasters varies from country to country.   
  Please check applicable regulations in the project country.

> For example, to have a 800 mm gap between pilasters, a solid
  grade cubicle needs to have a distance between centres  
  of 935 mm (outward opening) or 975 mm (inward opening)

door X + 50 mm

X mm

inward opening
min. distance between 
centres X + 175 mm

outward opening
min. distance between 
centres X + 135 mm

door X + 50 mm

X mm

Europe EN 13501-1 Euroclass  B-s2, d0

Austria A3800/1  Tr1, Q1

Switzerland fire classification  5(200°)3

Germany DIN 4102  B1

FIRE CLASSIFICATION

GAP BETWEEN PILASTERS

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

DIMENSIONS

34  l

TECHNICAL APPENDIX / CUBICLES /
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900 mm

900 mm ø1500 mm

950 mm

800 mm

800 mm

 m
in

.1
40

0 
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m
m

900 mm

900 mm ø1500 mm

950 mm

800 mm

800 mm

SHOWER CUBICLES
> A minimum of 1500 mm  
  diameter manoeuvring   
  space within the cubicle  
  is required.

TOILET CUBICLES
> For front access, a minimum    
  of 800 x 1300 mm rectangular  
  manoeuvring space within  
  the cubicle is required.

REGULAR LAYOUT 
CUBICLES FOR DISABLED 
PERSONS
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SLIDE LOCK

> Injection-molded nylon Indicator bolt  
   with reinforced lock with a steel / zinc- 
   plated Ninylon coated insert.
> Stainless steel. Clipped screw cover. 
> Corrosion resistant. Unlockable from
   outside.

DELRIN LATCH LOCK

> Reversible lock, closing handle with key
  or knob lock.
> Metallic grey.

SAFETY LOCK

> Outside lock with key, inside lock with knurled knob. 
> 18-mm travel bolt. One turn of the knob.
  Flat tumblers lock cylinder Ø 20 mm. 
> Comes with 2 keys.

Slide lock for disabled persons when the lock is too  
closed from a wall.

Standard

> Injection-molded nylon Indicator bolt.
> Clipped screw cover. 
> Pivot indicator bolt (4 positions indexed with a full rotation).
> Corrosion resistant. Unlockable from outside.

Pivot indicatator bolt is mounted as a standard on every door.

50 mm

> Engraved on the door. 
> Perfect finish. Long durablity in any circumstances. 
> 7 standard pictograms :

Special signs (letters or symbols) on study.

14
0 

m
m

140 mm
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 STANDARD LOCK

 LOCK AS AN OPTION

 PICTOGRAMSTECHNICAL OPTIONS

OPTIONS / CUBICLES /
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 WATER SEALING PANEL  DUCT PANELING

> Prevents waterflow between shower and toilet.
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water sealing panel

15 mm
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aluminum U 
bracket grey 
lacquered
RAL 7040

glue

panel
solid grade 
laminate 10 mm

18 mm

35
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m

aluminum U 
bracket grey 
lacquered
RAL 7040

glue

panel 
solid grade 
laminate 13 mm

COLOUR CHART  / P42

solid grade laminate
10 or 13 mm  10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

COLOUR CHART / P42
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SMALL SIZE

solid grade  
laminate 10 mm.

 10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m

Option : inclined 
rooftop.

LARGE SIZE

> Duct panlingl/hides pipes and flush system. 
> Fixed with aluminum brackets 50x30 mm and stainless steel screws. 
> Can be disassembled to access pipes and flush system.
> Higher than 2048 mm, the use of a long plinth is required.
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 RECTANGULAR HEADRAIL

 HARDWARE FITTINGS ALUMINUM

DECORATIVE OPTIONS

50
 m

m

30 mm

> Strong aluminum headrail. 
> Coated with 100 % oven-  
   baked polyester resin. 
> Grey RAL 7040 or other    
  colours available as an
  option.

> Moulded aluminum.

OPTIONS / CUBICLES /



ACCESSORIES

 CUSTOMISATION

All measurements are in mm.

rectangular 
bench

quadrant bench 
bench

220

60
0

300

r=290

STAINLESS STEEL  
DUAL HOOK

> Grey lacquered. 
> Fixed with screws.
> Grey RAL 7040. Other   
 colours as an option.

> Custom printing on panels.

 SHOWER SCREEN

> Shower screen made of 10 mm or 13 mm depending on cubicle range.
  Fixed on side partition : 4 grey lacquered stainless steel brackets.
> Quadrant bench or rectangular bench made of 10 mm solid grade laminate. 
> Quadrant bench fixed with 3 angled brackets. 
> Rectangular bench fixed with aluminum brackets. 
> Grey lacquered aluminum towel holder, frame 30 x 10 mm.

solid grade laminate 
10 ou 13 mm  10 ou 13 mm

 1,60 m

intérieur

extérieur

 10 mm

 13 mm

2,05 m> Quadrant bench

> Towel holder

> Option rectangular bench

l  39

O
P

TI
O

N
S

 / 
C

U
B

IC
LE

S
 /

COLOUR CHART  / P42



40  l

SOLIDE GRADE LAMINATE 10 MM
VALUE FOR MONEY

Suitable for
wet environments

URINAL PARTITIONS

Very robust

Best value for money

Easy maintenance

ADDITIONAL PRODUCTS  /
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 WALL URINAL PARTITION

COLOUR CHART  / P42

COLOUR CHART  / P42

 WALL/FLOOR URINAL PARTITION

365 mm
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> Rounded edges. 
> Wall fixings : 4 grey lackered stainless steel brackets,
  mounted by pairs and back to back for a better lateral stability. 
> Floor fixings : grey reinforced glass fibre Nylon foot, stainless    
  steel screws (tamperproof).

WALL/FLOOR DESIGN WALL/FLOOR STANDARD

365 mm

61
0 

m
m

> Wall fixing : 4 grey lackered stainless steel   
  brackets,mounted by pairs and back to back  
  for a better lateral stability. 
> Rounded edges.
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0067
Red

0717
Atlantic blue

0237
Gentian blue

0736
Saffron yellow

0680
Wine red

2274
Violetta

0052
Tender violet

0095
Orange

0718
Artic

0596
Caribbean

0319
Capuccino

0085
White

0753
Grey

0624
Light beige

0558
White speckle

0212
Sun yellow

0050
Spring

0594
Lagoon

0725
Anise green

0027
Anthracite (polished concrete effect)

SOLID GRADE LAMINATE : STANDARD COLOUR
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REF 
0291

REF 
0107

REF 
0102

REF 
0270

REF 
0166

REF 
0544

REF 
0318

REF 
0210

REF 
0708

REF 
0279

REF 
0706

REF 
0712

REF 
0702

REF 
0703

REF 
0619

REF 
0236

REF 
0274

REF 
0059

REF 
0591

REF 
0662

REF 
0227

REF 
0608

REF 
0654

REF 
0068

REF 
0691

REF 
0733

REF 
0094

REF 
0710

REF 
0648

REF 
0606

REF 
0066

REF 
0666

REF 
0595

REF 
0692

REF 
0074

REF 
0073

REF 
0651

REF 
0077

REF 
0250

REF 
0762

REF 
0851

REF 
0280

REF 
0080

REF 
0627

REF 
0075

REF 
0065

REF 
0679

REF 
0663

REF 
0319

REF 
0755

REF 
0315

REF 
0661

REF 
0610

REF 
0657

REF 
0742

REF 
0741

REF 
0620

REF 
0495

REF 
0343

REF 
0465

REF 
0410

REF 
0297

REF 
0536

REF 
0145

REF 
0336

REF 
0379

REF 
0328

REF 
0784

REF 
0518

REF 
1300

REF 
0789

REF 
0788

REF 
0096

Colour samples only available for doors (pannel size 1300 x 2048 mm)

Available colours, pannel size 1850 x 2048 mm

SOLID GRADE LAMINATE : 100 OPTIONAL COLOURS
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